Lamination

Your custom printed labels deserve the best! We have a variety of
laminations needed to protect and secure inks and graphics.

Flexo printing presses often require a protective coating on material to secure
inks. Laminating with self-wound films prevents ink and label from burling
and scratching.

Clear Gloss Polypropylene Lamination

806C 0.8 mil 0.6 mil 0.2 mil Clear super thin lamination

808C 0.95 mil 0.7 mil 0.25 mil Clear thinner gauge lamination

810C 1.05 mil 0.8 mil 0.25 mil Light gauge film with light adhesive coating
811C 1.1 mil 0.8 mil 0.3 mil Standard gauge film with adhesive

812C 1.15 mil 0.75 mil 0.4 mil Standard gauge film with heavy adhesive coating
800XC 1.3 mil 1.0 mil 0.3 mil Extra clear standard gauge film with standard adhesive

Matte Polypropylene Lamination

808M 0.95 mil 0.7 mil 0.25 mil Matte finish thinner gauge lamination

814M 1.4 mil 1.0 mil 0.4 mil Standard gauge film with standard adhesive coating - Matte finish

Clear Gloss Polyester Lamination

916C 1.6 mil 1.0 mil 0.6 mil Standard gauge film with standard adhesive coating
910TT 1.0 mil 0.75 mil 0.25 mil Thin film gloss thermal transfer printable
913TT 1.3 mil 0.92 mil 0.38 mil Standard gloss thermal transfer printable
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